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Door Rack Painter Set 

 

 
 

 Each rack is shipped in a separate box. 

It will only take 10 minutes to assemble each rack, we would highly recommend for 

you to assemble the racks before you get to the jobsite because in many cases people 

don’t have the appropriate tools with them. This way you can familiarize yourself 

with the racks and go over the videos a couple of times. 

Don’t mix the racks before assembling each rack from the same box. 
  

Brackets and frames have different colored sticker, match them together. 

Remove the bracket screws and slight in the top part of the rack frame, with the lower 

frame section by matching the colored stickers. 

Tighten the bracket screws very strongly, use a 7/16 ratchet socket & a 7/16 wrench to 

hold on to the bolt. Or you can use two adjustable wrenches.  Feel free to use a 

hammer to get to place the screws in the holes necessary. 

  

Start with the following below. 

1. Medium tightening the screw together on the lower bracket first. 

2. Don’t forget to include the ¼” lock washers on the inside between the 

rack& the bracket 

3. Slight the upper rack section in to the lower frame section on both sides. 

4. Install the upper brackets with a medium tightening. 

5. Use a level to make sure both sides are level and that the two feet are not 

rocking. 

6. Now tighten all the bracket very strongly. 

http://www.absoluteresurfacing.com.au/


 

Absolute Resurfacing Pty Ltd            ABN 81 120 592 092 
48 / 215 Brisbane Road    Ph 0433 640 353         
Biggera Waters, QLD, 4216       info@absoluteresurfacing.com.au        
PO Box 3124, Helensvale Town Centre, QLD 4212                www.absoluteresurfacing.com.au 
    

Page 2 of 2 

7. Insert the aluminum roods with the red suction cap on the inside where the 

doors go. 

8. Apply the black suction caps on the other side of the aluminum roods 

9. Install the two spray gun holders on the spray rack. 

10. If the aluminum rods stick a little spray a little lubricant in the drill holes. 

 

  

The only reason we have the suction caps on the aluminum roods is that they don’t 

fall out when you transport the racks around. 

 

The little rubber feet. 

Some people like to have the extra support and some painters remove them and use 

just the metal feet. 

If you remove them, hold on to them and if you feel like re-installing them, apply 

them with some crazy glue.  
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